




3. CONNECTIONS 

3.1. eSelect B2 POWER SUPPLY CARD CONNECTIONS 
 

 
 



3.2. eSelect B2 TTL OUTPUT CONNECTIONS 

 
 
 
 



3.5. eSelect B2/B3 PROBES CONNECTION 
A  BNC  connector  for  connecting  pH  or  Redox  probes,  plus  a  4-pin  connector  for  connecting  a Chlorine 
probe, are provided in the bottom of the instrument. The connection diagram is as follows: 
 

 
 

 
 
Power supply 4 pins connector: 
 

Pin 1 : Brown (+5V)  
Pin 2 : Not connected  
Pin 3 : Not connected  
Pin 4 : White (-5V) 

 
BNC connector: 
 

Central conductor : Green (signal)  
Shield : Yellow (GND)  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



4. CONTROL PANEL DESCRIPTION 

4.1. eSelect B2 CONTROL PANEL 
 
 

 
 
 

4.2. eSelect B3 CONTROL PANEL 
 
 
 

 
 



  
 
 
 
 
 

SET 1 active 
 

 
 
 
 
 
 

SET 2 active 
 

 

4.3. LIGHT SIGNS 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4.4. KEYBOARD 
 

 

 

 

 
 
Meter : Used to select the type of measurement “METER 1, 2 or 3” 

 

 
 
 
 
 
 

 
 

ESC : Comes one step back in the programming procedure. 
 

 
 
 
 
 
 

 
Minus symbol :  Decreases  numbers  and  defines  functions  within  specific 
programming  menus.  E.g.:  when  selecting  the  type  of  measurement  allows  the 
user to shift between pH, Rx and Chlorine. 

 

 
 
 
 
 
 

 
Plus symbol : Increases   numbers   and   defines   functions   within   specific 
programming  menus.  E.g.:  when  selecting  the  type  of  measurement  allows  the 
user to shift between pH, Rx and Chlorine. 

 

 
 
 
 
 
 

 
 
Shift right : Used to select the digit to modify when setting passwords.  
Used to change Language also. 

 

 
 
 
 
 

 
 

OK : Allows the user to proceed by confirming the selections made. 
 
 



 

 

 

 
 
 

 

 
 
 

5. DIMENSIONS 

 
 
 

 
 



  Rx default 
 

Cl default 
 

 
1 
 

 
Setpoint 1 
 

7.2 
 

650 
 

 
1 
 

 
2 
 

 
Setpoint 2 
 

6.8 
 

400 
 

 
1 
 

 
3 
 

 
Type of action 
 

 Acid for Setpoint 1 
 Alk   for Setpoint 2 

Down for Setpoint 1 
 Up for Setpoint 2 

 
UP 
 

 
4 
 

 
Hysteresis 
 

0.10 
 

10 
 

 
0.05 
 

 
5 
 

 
SETPOINT 1 and 2 actuation delay 
 

00:03 m:s 
 

00:03 m:s 
 

 
00:03 m:s 
 

 
6 
 

 
TTL 1 and 2 outputs max frequency 
 

120 
 

120 
 

 
120 
 

 
7 
 

Measurement at TTL 1 and 2 max 
frequency 14.00 

 
1000 
 

 
1 

 
8 
 

mA output 1 and 2, measurement at 
4 mA 0.00 

 
0 
 

 
0.000 

 
9 
 

mA output 1 and 2, measurement at 
20 mA 14.00 

 
1000 
 

 
1.000 

 
10 
 

 
Alarm – max value 
 

14.00 
 

1000 
 

 
10 
 

 
11 
 

 
Alarm – min value 
 

0.00 
 

0 
 

 
0.000 
 

 
12 
 

 
Alarm – overdosing TIME 
 

99:59 h:m 
 

99:59 h:m 
 

 
99:59 h:m 
 

 
13 
 

 
Menu mode 
 

SIMPLE 
 

SIMPLE 
 

 
SIMPLE 
 

 
14 
 

 
Password 
 

OFF 
 

OFF 
 

 
OFF 
 

 
15 
 

 
Temperature unit 
 

°C 
 

°C 
 

 
°C 
 

 
16 
 

 
Temperature compensation mode 
 

 
Manual 25°C 
 

 
Manual 25°C 
 

 
Manual 25°C 
 

 
17 
 

 
Calibration menu TIMEOUT 
 

5’ 
 

5’ 
 

 
5’ 
 

 
18 
 

 
Delay at STARTUP 
 

5” 
 

5” 
 

 
5” 
 

mV pH default Function No. 

6. PARAMETER DEFAULTS 
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